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Low Voltage Halogen Retrofit

The New Halogen RetroSystem� Fixture
The new Halogen RetroSystem� provides a cost effective method to modernize your facility while
improving your lighting quality and reducing your energy costs.  The system converts line voltage to low
voltage.  The Halogen RetroSystem� is an efficient method to utilize MR16 lighting technology with
standard (E-26) screw-based sockets.

· Designed to retrofit recessed cans and track fixtures / Installation as easy as installing
a light bulb / Dimmer compatible

· Directional lighting / System rotates & swivels

· Directs �Daylight� on desired objects / Smooth, balanced light, reducing eye strain

· Lightweight and durable hi-temp black plastic construction

· 12-volt electronic transformer contained within system

· Fixture length 9 ½� / Telescopic capability (extends ½� to 2� in additional length)

· The Solux Lamps simulate the full color spectrum of daylight / Improves quality of task,
display or general lighting

· Solux Lamps reduce UV and IR emission

· System includes a Solux Natural Daylight� MR16 Halogen Lamp (4100K 36° / 35 Watt
Lamp Standard)   Fixture will facilitate a Solux Natural Daylight� or Standard Glass Front 35
or 50 MR16 Lamp

· UL Listed / One Year Warranty / Patent License #5,077,645

TO ORDER: The Halogen RetroSystem� Fixture Bar Code VI-19154 Black

4100K 36 35 Watt Solux Lamp Included � Standard

NSN

 If additional Solux Natural Daylight� MR16 Halogen Lamps are required, or a different selection in color temperature, beam spread
or wattage is required upon ordering the fixture, use the Solux chart to specify the required lamp needed



2

Low Voltage Halogen Retrofit

The Halogen RetroSystem� standard length is 9 ½.
It can be enlarged in ½� increments to 11 ½� fully extended
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Low Voltage Halogen Retrofit

Ordering Bar
Code

Watts Average Hrs Description NSN

3500K

VI-35006 35 2000 Q35MR16/CG/35/10°

VI-35007 35 2000 Q35MR16/CG/35/17°

VI-35009 35 2000 Q35MR16/CG/35/24°

VI-35008 35 2000 Q35MR16/CG/35/36°

VI-18006 50 3000 Q50MR16/CG/35/10°

VI-18007 50 3000 Q50MR16/CG/35/17°

VI-18009 50 3000 Q50MR16/CG/35/24°

VI-18008 50 3000 Q50MR16/CG/35/36°

4100K

VI-35011 35 2000 Q35MR16/CG/41/10°

VI-35012 35 2000 Q35MR16/CG/41/17°

VI-35014 35 2000 Q35MR16/CG/41/24°

VI-35013 35 2000 Q35MR16/CG/41/36°

VI-18011 50 3000 Q50MR16/CG/41/10°

VI-18012 50 3000 Q50MR16/CG/41/17°

VI-18014 50 3000 Q50MR16/CG/41/24°

VI-18013 50 3000 Q50MR16/CG/41/36°

4700K

VI-35001 35 2000 Q35MR16/CG/47/10°

VI-35002 35 2000 Q35MR16/CG/47/17°

VI-35004 35 2000 Q35MR16/CG/47/24°

VI-35003 35 2000 Q35MR16/CG/47/36°

VI-18001 50 3000 Q50MR16/CG/47/10°

VI-18002 50 3000 Q50MR16/CG/47/17°

VI-18004 50 3000 Q50MR16/CG/47/24°

VI-18003 50 3000 Q50MR16/CG/47/36°

MR16 12 Volt SOLUX NATURAL DAYLIGHTä / FRONT GLASS LAMP
Available in 35 & 50 Watt - Patent #5,418,419

Bi-Pin (GU5.3) Base

Minimum order 6 Lamps per carton of each ordering code & color temperature
Color Temperatures available in 3500K � 4100K � 4700K

Contact the DSCP Lighting Team for additonal information and availability

1-800-DLA-BULB
(1-800-352-2852)
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Low Voltage Halogen Retrofit

MR16 12 Volt FRONT GLASS LAMPS

Available in 20, 35 & 50 Watt
Bi-Pin (GX5.3) Base
Minimum order 10 Lamps per carton of each ordering code / Beam spread

Ordering
Code

Bar Code
Number

Watts
Average

Life
(Hrs)

Beam Spread Common Code NSN

BAB-FG VI-15070 20 3000 Flood - 36° JR12V20-CG

ESX-FG VI-15072 20 3000 Narrow Spot - 12° JR12V20W-CG

FMT-FG VI-15097 35 4000 Narrow Spot - 12° JR12V35W-CG

FMV-FG VI-15098 35 4000 Narrow Flood - 24° JR12V35W-CG

FMW-FG VI-15099 35 4000 Flood - 36° JR12V35W-CG

EXT-FG VI-15082 50 4000 Narrow Spot - 13° JR50W/EXT-G

EXZ-FG VI-15084 50 4000 Narrow Flood - 24° JR50W/EXZ-G

EXN-FG  VI-15080 50 4000 Flood - 40° JR50W/EXN-G


